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FHMCO060-PDO-8

60 Watts Desktop Type
USB PowerDelivery

FEATURES

@ 2 x MOPP input to output isolation

@ Touch current = 100pA

@ Energy efficiency level VI

@ = 0.15W standby power

@ 5V-20V outputs, up to 60W

@ Up to 5000M operating altitude

@ Support online programming

& Meet USB PD3.0 & QC4.0 + fast charge agreement
& Medical IEC/EN/UL60601-1 & UL62368-1 compliance
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SPECIFICATIONS Model Output Output  Rated  Effi.

Input Voltage Ronge G 0~264VAC Number Vol. (VDC) Current(A) Power (Ave.)
Frequency Range.. L A47~83 Hz 0.01-3.00
Input Current. s ..1.3A at 90VAC 0.01-3.00
Inrush Current (cold sort] ....... 100A max. af 240VAC

Touch Leakage Current (mox) e < 100pA af 240VAC FHMCO060-PDS-8 0.01-3.00

X X 0.01-3.00
Ripple & Noise (mox.]........... reeeeenenn 150mVpk-pk

Line REGUIATION. ...ttt s e e + 1% 0.01-3.00
Load Regulation................ 1 5%

Operating Temperoture.“ ...0C ~ 40T

Storage Temperature......occooevoeecvevvece oo .-40°C ~ 80°C NOTE: Black housing color is also available
Operating Humldlty 10% to 95% RH

Storage  Humidity...... . ..o% to 95% RH

Safety SFANAArd .o IEC/UL/EN 60601-1,CE

EMC Standard......... ....[EN55032/CISPR32, FCC Part 15) class B,
EN61000-3-2, 3, EN61000-4-2, 3, 4, 5, 6, 8, 11, EN55035/CIRPR35

Overload Protection (Quto reCOVEry)...covvivnriienn. 105~140% rated output power
Over Voltage Protection (input o reset)......cccvervenece 110~130% rafed output power
Short Circuit Protection (hiccup mode)..coccovvvivrrivrininn. trip and restart
DIMENSIONS.....vvervreeriseiisriseriessess s 88.0 (L) x 51.5(W) x 28.0(H) mm
W TGN 175g

MECHANICAL DRAWING (Unit: mm)

51.5 +/-1.0 mm

28 +/- 1.0 mm

88.0 +/- 1.0 mm

Y owr Smant Clhhoice in Power

Quality Produwety , Fast response , Low cost



