
50 Watts Quarter Br ick Type
8:1 Input Voltage Range
Isolated DC - DC Converters

(Unit: inch(mm))

◆ /Fully Protected (OTP/OCP/OVP/UVLO) 5000m Operating Altitude

/ /◆ 3000Vac I/O Isolation Regulated Outputs Low No Load Consumption

◆ Fixed 200KHz Switching Frequency / Remote On/Off

◆ Shock & Vibration EN50155 (EN61373)  Compliant

◆ Fire & Smoke EN45545-2 Compliant

◆ EN50155 Compliant With External Circuit

◆ -55 Operating Available (Suffix “L)℃

Model
Number

Input
Voltage
(VDC)

Output
Voltage
(VDC)

EFF.
Typ.

%

DWQB050-X2xyz 9-75 12 4.17 91 8000 Fμ

DWQB050-X3xyz 9-75 15 3.33 90 6800 Fμ

DWQB050-X9xyz 9-75 24 2.08 90 2350 Fμ

DWQB050-X9Cxyz 9-75 28 1.79 90 2350 Fμ

DWQB050-X9Bxyz 9-75 48 1.05 91 700 Fμ
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Capacitor
Load Max.I n p u t V o l t a g e R a n g e . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 6 V ( R a n g e 9 - 7 5 V )

U n d e r v o l t a g e l o c k o u t . . . . . . . . . . . . . . . . . . . . . . . . . T u r n - o n : 8 . 4 ~ 9 . 0 V D C

T u r n - o f f : 7 . 6 ~ 8 . 2 V D C

: 0.8VDCLockout Hysteresis

R e m o t e O n / O f f L o g i c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . S e e n o t e

Input F i l te r . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .P i Type

Vo l tage Accuracy . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ±1% max

External Load Capacitance ....................See Model Number Table

Output Voltage Trim/Remote Sense Range ............................... -20~+15%, +15%

R & N(5~20MHz BW) .............. 12,15V .... 150mVpK-pK max, 80mV/RMS

24,28V .... 240mVpK-pK max, 120mV/RMS

48V .... 480mVpK-pK max, 220mV/RMS

T e m p e r a t u r e C o e f f i c i e n t . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0 . 0 2 % / C m a x
o

Shor t C i rcu i t P rotect ion . . . . . . . . . . . . . . Cont inuous , Auto Recovery

Line Regulation (High line to Low line)...........................................± 0.2% max

Load Regulation (Full load to No Load)........................................ ± 0.2% max.

O v e r V o l t a g e P r o t e c t i o n . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1 7 ~ 1 4 0 %

OCP(Hiccup mode, Auto Recovery) ...............................110%~210%

Iso lat ion Vol tage . . . . . . . . . . . . . . . Input to Output . . . . . . . . . . . . . . . .3000Vac

Input to Case(Base Plate)..........2100Vac

Output to Case(Base Plate).........1500Vac

Isolat ion Resistance.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .100M minΩ

Operat ing Case Temperatu re . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -40 To+105℃ ℃

℃ ℃Storage Temperature Range. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -55 To +125

℃ ℃Over Temperature Shutdown, Recovery ...........................110 , 100

Case Mater ial . . . . . . . . . . . . . . . . . . . . . . .Aluminum Baseplate w/plast ic Case
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Note :

1. Nominal Input Voltage 36 VDC
2. An External Input Capacitor 220uF for All Models are Recommended to Reduce Input

Ripple Voltage

3. All Specifications are Typical at Nominal Input, Full Load at 25 Unless Otherwise Noted.℃
4. Ripple and Noise measure at Full Load, 22uF Aluminum Solid Capacitor and 1uF

Ceramic Capacitors.
5. Remote ON/OFF Logic Compatibility.......Open collector Refer To -V Pin

ands for Positive Remote Logic.Suffix = blank stx

Logic Low Module OFF ................. 0 to < 1.0V( )

Logic High (Module ON).................. 4.0 to <75V
, Negative Remote Logic.Suffix = Nx

Logic High (Module OFF)................. 4.0 to <75V

Logic Low Module ON ................. 0 to < 1.0V( )

ySuffix = blank stands for  M3x0.5 mounting inserts
Suffix = C stands for Clear mounting insert (3.2mm DIA)y

Suffix = blank stands for -40~105 operating temp.z ℃

Suffix = L stands for -55~105 operating temp.z ℃

Note : All Dimensions in Inches [mm]

Tolerance : Inches: x.xx = 0.02 , x.xxx = 0.010 ; Minimeters: x.x = 0.5 , x.xx = 0.25± ± ± ±
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Your Smart Choice in Power
Quality Products , Fast response , Low cost


